
Weight:0.183 ounce,4.29grams
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KBL4005G THRU KBL410G

KBL Unit : inch (mm)VOLTAGE 50 to 1000 Volts 4  .0AmperesCURRENT

FEATURES

MECHANICAL      DATA

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS

Maximum Ratings&Electrical Characteristics Ratings at 25 ambient temperature unless otherwise sp ecified

UNITS

50

35

50

100

70

100

200

140

200

400

280

400

600

420

600

800

560

800

1000

700

1000

Volts

Volts

Volts

Maximum reecurrent peak reverse voltage

Maximum rms lnput voltage

Maximum dc blocking voltage

Maximum average forward output rectified

8.3ms
Peak forward surge current 8.3ms single half sine-wave

Maximum forward voltage

Maximum reverse voltage

Operating and storage temperature range

T =25
T =100

A

A

VRRM

VRMS

VDC

SYMB

OLS

I(AV)

IFSM

VF

IR

TJ.TSTG

4.0

150

5.0
500

-55 to + 150

Amp

Amps

Volts

A

1.05

KBL
4005G 

 KBL
401G 

 KBL
402G

  KBL
404G

  KBL
406G 

 KBL
408G

  KBL
410G

GLASS PASSIVATED SINGLE-PHASE BRIDGE RECTIFIER

(17.0)
.670
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46

FORWARD SURGE CURRENT PER LEG

KBL4005G THRU KBL410G

FIG.1-DERATING CURVE OUTPUT
     RECTIFIED CURRENT

FIG.2-MAXIMUM MON-REPETITIVE PEAK
      FORWARD SURGE CURRENT

FIG.3-TYPICAL INSTANTANEOUS
  FORWARD CHARACTERISTICS

FIG.4-TYPICAL REVERSE
    CHARACTERISTICS AT TJ=25ÿ

FIG.5-TYPICAL JUMCTION CAPACITANCE

RATING AND CHARACTERISTIC CUTPUT


